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IMPORTANT: 
Pendant les premiers km d’utilisation, l’échappement se positionnera. Il est possible 
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IMPORTANT: 
During the first km of running, the exhaust system needs breaking-in; therefore, slight 
gas leakage might occur. After approximately 100 Km, check all the fasteners. 
It is normal for some white smoke to appear the first time you use the exhaust, even 
after switching off the engine. 
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GB                                                              FITTING INSTRUCTION
LIST OF SUPPLIED PARTS:
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PRE-ASSEMBLY OF THE FASTENERS ON THE LeoVince PIPE

INSTALL THE LeoVince PIPE
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NOTA BENE: 
durante i primi km di utilizzo l’impianto di scarico, subirà degli assestamenti ed è pos-
sibile che si verifichino minime fughe di gas. Dopo una percorrenza di circa 100 km è 
necessario effettuare un controllo del serraggio di tutta la bulloneria. 
È normale che del fumo bianco fuoriesca dallo scarico dopo il primo utilizzo, anche 
dopo lo spegnimento il motore. 

REGOLAZIONE: 
la messa a punto di questo silenziatore è stata effettuata nello stabilimento Leovince 
su banco di prova elettronico con un veicolo in perfetto stato di utilizzo e regolazioni 
standard. 

MANUTENZIONE:
verificare periodicamente gli attacchi del silenziatore e tutti gli elementi che possono 
deteriorarsi con l’uso (materiale fonoassorbente, guarnizioni e altre parti in gomma)  e 
provvedere alla loro periodica sostituzione. Per la pulizia del silenziatore é possibile 
utilizzare benzina, gasolio ed alcool, prestando attenzione ad agire in totale sicurezza e 






